
CONSTRUCTION
Conductors:

Stranded 23AWG
4 Twisted Pairs

Insulating System:
High Temperature Flouropolymer Insulated Leads

Spline:
Superior data performance with center fluoropolymer spline

Inner Reinforcement:
Inner reinforcement of Tinned Copper Braid

Overall Tapes:
Foil Shield + Tinned Copper Braid Shield provides 100% coverage  
against electro-magnetic interference and other sources of noise

Jacket:
Radix Proprietary Super J Extruded Silicone Rubber

CHARACTERISTICS
Proprietary Super J jacket provides:

•	 Longer cable life through  
molten steel wicking away surface

•	 Superior Abrasion and 
Cut-Through Resistance

•	 Superior flexibility

RATINGS / APPROVALS
-60°C/200°C min/max temperature
RoHS Compliant
Meets or exceeds the ANSI/TIA-568.2-D spec for Category 6 cable*
300V

APPLICATION
Titan CAT6 200°C Industrial Ethernet Cable is constructed for use as a data cable where resistance to abrasion, moisture, hot material spills,  
and mechanical abuse are desired.  

Termination: Termination and connector recommendations are available upon request for this stranded conductor system  
at www.radix-wire.com/about-radix/contact-information/
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COPYRIGHT
This document is protected under copyright law and is the property of Radix Wire and Cable. Data contained herein is confidential to Radix Wire  
and Cable and this document and / or any part of the data contained herein may not be copied, duplicated or released for manufacturing or sale  
of equipment outside of Radix Wire and Cable or any affiliates without the prior written authorization of Radix Wire & Cable.
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Titan CAT6 200ºC  
INDUSTRIAL ETHERNET CABLE

FOR HARSH ENVIRONMENT

Titan CAT6/200C/300V
Part No.

Temp 
Rating

Voltage 
Rating

Awg. Size
Final O.D. 

(in)
Final O.D. 

(mm)
Wgt.

(lbs/Mft)
Wgt.

(kg/km)
Min. Bend  
Radius (in)

TV23AT08A 200C 300V 23 0.325 8.255 70.8 105.4 6x Cable OD

*Up to 200 feet continuous length for CAT6/ Up to 250 feet continuous length for CAT5E

•	 Silicone formulations suitable  
for UV, ozone, moisture exposure

•	 LSZH: Low Smoke, Zero Halogen Jacket
•	 Not recommended for outdoor use

Spline

Super J Silicone Rubber


